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MagCruiser™ Evo
Lightweight magnetic survey tool for exploration drilling

Precision Simplified.
Proven Performance.

MagCruiser™ Evo

https://sptab.com
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Reliable Magnetic Surveying for Non-Magnetic Environments
MagCruiser™ Evo is designed to deliver accurate azimuth and inclination measurements referenced to Magnetic 
North. Developed for exploration drilling in non-magnetic environments, it combines robust construction and wireless 
connectivity to provide dependable performance in everyday field operations.

Compact, Lightweight, and Field-Ready
MagCruiser™ Evo features a compact and lightweight single-module design that makes it easier to transport, handle, 
and deploy in the field. By integrating all components into one unit, it reduces assembly steps, minimizes the risk of 
human error, and simplifies logistics without compromising reliability or measurement performance.

Long-Life Power and Smart Data Access.
Powered by an embedded primary lithium battery, MagCruiser™ Evo offers extended battery life that allows continuous 
operation without stopping to recharge, helping maintain productivity throughout the drilling campaign. Detailed 
survey reports can be generated directly in the field and exported instantly in PDF, CSV, and other standard formats for 
immediate analysis.

Each time survey data is downloaded to the PDA, it is automatically synchronized to SPT SmartCloud™, giving teams 
immediate access to centralized project information. By consolidating data from multiple instruments, the platform 
supports validation, full traceability, and cross verification of results, helping accelerate confident decisions based on 
reliable and verifiable data.

MagCruiser™ Evo 
Technical Specifications
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Battery

Battery Type Non-rechargeable lithium
Operating Time 6 months (intensity use)

12 months (standard use)
24 months (low-frecuency use)

Data

Communications Bluetooth®

Export SPT SmartCloud via WIFI or 4G LTE

Export Format PDF, Excel, CSV, LAS, DXF

Graphic Generation 2D, 3D

Survey Report At any interval

Dimensions

Length 680 mm (26.77 in)
Outer Diameter 35 mm (1.375 in)
Weight 3.3 kg (7 lb)

Performance*

Azimuth Range 0° – 360°
Inclination Range -90° – +90°
Azimuth Accuracy* 0,16°
DIP Accuracy* 0,05°
Magnetic DIP Accuracy 0.07°
Magnetic Field Range -70000 nT –  +70000 nT
Magnetic Field Accuracy ± 58 nT

Operational Environment

Depth Pressure 30 MPa (4350 psi)
Operational Temperature -20°C – +60°C 

(-4°F – +140°F)

Handheld Device

Battery 20 h (8580 mAh)

IP Rating IP68, IP69K

* Defined for the inclination range 1⁰ to 179⁰ measured from vertical. 

EUROPE
Sweden
+46 (8) 590 733 10 
Spain (HQ)
+34 (952) 179 918
Portugal
+351 239 629 141
Finland
+358 400 969 660
Turkey
 +90 (312) 354 65 50

ASIA-PACIFIC EURASIA
Armenia 
+374 (77) 815 683
Kazakhstan 
+7 (705) 160 2241

NORTH AMERICA
Canada
+1 (877) 594 4633 
USA
+1 (801) 518 3053 
Mexico 
+52 (662) 437 1411 

SOUTH AMERICA
Argentina
+54 3549 468364
Brazil
+55 (31) 99702-0090
Chile 
+56 (9) 8238 2609
Colombia
+57 310 8362 750

Ecuador
+593 (99) 200 1060 
Peru
+51 (982) 505 682
Bolivia
+591 (7) 721 2102

AFRICA
Indonesia (Mining)
+62 (811) 11 8 1608  
Indonesia (O&G) 
+62 (212) 7650 756
Mongolia
+976 9903 0960
Saudi Arabia
+966 54 698 6518

South Africa 
+34 (952) 179 918
Ghana
+233 24 495 1400


