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SmartCore™
Core Orientation Made Simple

Less Handling.
More Drilling.

SmartCore™
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SmartCore™
Technical Specifications

SmartCore™ is built to keep drilling moving. With near-instant Bluetooth  communication the moment it reaches 
surface, drillers receive orientation readings immediately.  No disassembly, just a seamless mark-and-drill workflow 
for the next run. With a long-life internal battery and low-maintenance design, SmartCore™ delivers faster cycles 
and zero downtime. 

Designed for Safer, Easier Work on the Rig 
SmartCore™ integrates directly into the inner tube head assembly, replacing standard components and eliminating 
the need for extension barrels or external adapters. It adds zero extra length and eliminates heavy lifting by reducing 
the number of parts crews must handle. SmartCore™ improves safety, minimizes physical strain, and supports 
a smoother, more reliable workflow every day.  

Trusted Data and SPT SmartCloud™ Connectivity 
During core recovery, the driller applies the orientation mark and records core quality conditions in a single step. 
Core status: loose, outside spring, not orientable, or successfully oriented, is logged directly on the PDA. 
All contextual data is instantly synchronized to SPT SmartCloud™, where geologists can correlate it with the full 
cloud dataset. SmartCore™ delivers high-precision toolface measurements while also providing highly accurate 
dip values. Together, these ensure that orientation data translates into reliable orientation marks, empowering 
geologists to make confident, well-informed decisions. 
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® 
Faster Workflow, Less Downtime 

* Accuracy quoted at 1σ

Battery  B (Size)  N (Size)  H/P (Size)

Operating time > 6 months > 12 months > 18 months

Battery Type        Non-rechargeable lithium (Li-SOCl2) 

Dimensions  B (Size)  N (Size)  H/P (Size)

Weight 0.4 kg (0.9 lb) 0.65 kg (1.4 lb) 1.3 kg (2.9 lb) 

Length 58 mm (2.28 in) 66.5 mm (2.62 in) 73 mm (2.87 in)

Internal Diameter 16 mm (0.63 in) 25.6 mm (1.01 in) 31.9 mm (1.26 in)

External Diameter 43 mm (1.69 in) 56 mm (2.2 in) 70 mm (2.76 in)

Core Sizes B, N, N2 (NTK), N3, H, H3, P, P3

Data

Communications Bluetooth®

Export SPT SmartCloudTM 
via Wi-Fi or 4G LTE

Operational Environment 

Temperature range  -30°C — +60°C 
(-22°F — +140°F)

Maximum pressure 30 MPa (4350 psi) 

Handheld Device

Battery 20 h (8580 mAh)
IP Rating IP68, IP69K

Performance 

Toolface Accuracy* 0.5° 
Toolface Range 0° to 360° 
DIP Accuracy* 0.05° 
DIP Range -88° — +88°

EUROPE
Sweden
+46 (8) 590 733 10 
Spain (HQ)
+34 (952) 179 918
Portugal
+351 239 629 141
Finland
+358 400 969 660
Turkey
 +90 (312) 354 65 50

ASIA-PACIFIC EURASIA
Armenia 
+374 (77) 815 683
Kazakhstan 
+7 (705) 160 2241

NORTH AMERICA
Canada
+1 (877) 594 4633 
USA
+1 (801) 518 3053 
Mexico 
+52 (662) 437 1411 

SOUTH AMERICA
Argentina
+54 3549 468364
Brazil
+55 (31) 99702-0090
Chile 
+56 (9) 8238 2609
Colombia
+57 310 8362 750

Ecuador
+593 (99) 200 1060 
Peru
+51 (982) 505 682
Bolivia
+591 (7) 721 2102

AFRICA
Indonesia (Mining)
+62 (811) 11 8 1608  
Indonesia (O&G) 
+62 (212) 7650 756
Mongolia
+976 9903 0960
Saudi Arabia
+966 54 698 6518

South Africa 
+34 (952) 179 918
Ghana
+233 24 495 1400
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